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 1/8 DIN (96x48 mm) 
&

0 ~ 1 mA 0.001 mA 200 ohm 
0 ~ 10 mA 0.01 mA 20 ohm 
0 ~ 20 mA 0.1 mA 10 ohm 
4 ~ 20 mA 0.1 mA 10 ohm 
0 ~ 50 mV 0.1 mV 5M ohm 
0 ~ 1 V 0.001 V 1M ohm 
0 ~ 5 V 0.01 V 1M ohm 
0 ~ 1 0V 0.01 V 1M ohm 
1 ~ 5 V 0.01 V 1M ohm 
50 ~ 100.0K ohm 1M ohm 
3.00 ~ 30.0K Hz 1M ohm 

: 0.1% F.S. ±1 digit 
: 10% of R.O. 

: 2% of R.O. 
: 300ms
::  "-" 

1 1999~1700 5  900~ 625
2 1725~1300 6  625~ 425
3 1300~ 900 7  425~ 300
4 1200~ 825 8  300~ 200
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: “ 1 “  
: : 1.2 x ( )

     1.5 x ( )10
:10 x

:
: 0~60

: 20~95 %RH 
: 100 PPM/ (0~50 )

50 PPM/ (23 3 )
: -10~70
: AC 115/230V 10%, 50/60 Hz 

:DC 12V, 24V, 48V 10% 

: DC10V, 12V, 24V, 30mA
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 Unit: mm 

: DC 3W, AC 4.5VA
: AC 2.0KV for 1 min  

( )
AC 3.0KV for 1 min 
( )

: 350g
: IP55
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CODE CODE CODE CODE CODE CODE CODE
A1 0 ~ 1 mA V1 0 ~ 50 mV RP1 50 ~ 10K ohm S1 1.0 mV / V H1 1 P / u. N A AC 115/230 V 
A2 0 ~ 10 mA V2 0 ~ 60 mV RP2 10K ~ 100K ohm S2 1.3 mV / V H2 10 P / u. E1 DC 10 V D12 DC 12 V 
A3 0 ~ 20 mA V3 0 ~ 1 V R1 199.9 ohm S3 1.5 mV / V H3 60 P / u. E2 DC 12 V D24 DC 24 V 
A4 4 ~ 20 mA V4 0 ~ 5 V R2 1999 ohm S4 2.0 mV / V H4 100 P / u. E3 DC 24 V D48 DC 48 V 
AO V5 0 ~ 10 V R3 10.00K ohm S5 2.5 mV / V H5 500 P / u. EO DO

V6 1 ~ 5 V RO S6 3.0 mV / V H6 1024 P / u.  
VO SO HO     

C-06


